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SPEYEGUARD®
STATIONARY COVER

ADA COMPLIANT  •  EASY TO OPERATE  •  DURABLE  •  CUSTOMIZABLE  •  WARRANTY       

SPEYEGUARD® STATIONARY COVER
The most advanced peephole security solution for hospitality

WHY? 
1 2

SAFEGUARDS AGAINST 
EXTERNAL SPYING AND 
TAMPERING: The patented 
design ensures privacy behind 
closed doors is NEVER 
compromised.

OPERATES WITH EXCLUSIVE SLIDE MECHANISM:
Guests simply slide the cover up, look through the viewer 
and release.  The cover automatically slides down into the 
closed position.

AESTHETICALLY PLEASING: Clean lines, concealed 
screws, and high quality decorative finishes to complement 
existing hardware and decor.

SAFETY GOOD DESIGN

3 EASY INSTALL
VIEWERS STAY INTACT, SAVING 
ENGINEERING TIME AND LABOR:
Installs over existing viewer and 
secures it on the door.

... AND, SAVE MONEY!
SAVE on Housekeeping costs and see a return 
on investment when you install SPEYEGUARD® 
Stationary Covers.

Watch the video to see how: 
http://www.privacylogic.com/admin/video/speyeguard.mp4

FINISH OPTIONS

Use a soft cloth 
and equal parts 
of Windex® and 
water.

Avoid harsh 
chemicals 
or abrasive 
cleaners.  

Satin Gray
PLSS-SG-HB

Polished Chrome
PLSS-PC-HB

Brushed Chrome
PLSS-BC-HB

Satin Chrome
PLSS-SC-HB

Satin Nickel-Glossy
PLSS-SN-HB

Satin Nickel-Matte
PLSS-NU-HB

Polished Brass
PLSS-PB-HB

Satin Brass
PLSS-SB-HB

Oil Rubbed Bronze
PLSS-OZ-HB

HOW TO INSTALL
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SPEYEGUARD® 
STATIONARY COvER

INSTALLATION INSTRUCTIONS

Use a level and 
nail punch to 
start a pilot hole.

Mount base 
level over viewer 
and fasten with 
screws.

Attach top over 
ramp on base 
then slide down 
rails to close.

Tools Needed
Phillips screw 
driver, level, nail 
punch

1

2

3

Position base 
over existing 
door viewer, 
then use a level 
and nail punch 
to start a center 
pilot hole.
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Position top over 
ramp on mounted 
base. Lightly tap 
upper edge with a 
rubber mallet until 
it attaches to the 
base and slides 
down the rail. 
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SPECIFICATIONS

Style:  Bar Design
Material: Plating Grade ABS
Finish: Molded-In Color or Metal Plated
Length: 1.50 inches
Width:   1.50 inches
Height:  0.625 inches
Weight:  1 ounce

HOW TO CLEAN

PRIVACY LOGIC, LLC
225 Michigan St. NW, #2364
Grand Rapids, MI 49501 

sales@privacylogic.com
www.PrivacyLogic.com 

Toll Free • (877) 773-9348
Main • (616) 884-5288
Fax • (616) 884-5282

Tools Needed: Level, Nail Punch, Phillips Screwdriver, Rubber Mallet Copyright © 2010 Privacy Logic LLC.  All Rights Reserved.

FINISH OPTIONS
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water.
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or abrasive 
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SPEYEGUARD® STATIONARY COVER
The most advanced peephole security solution for hospitality

ADA COMPLIANT • EASY TO OPERATE • DURABLE
CUSTOMIZABLE • WARRANTY

www.GoAVM.com • 800-218-3995

FINISH OPTIONS

Use a soft cloth 
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of Windex® and 
water.

Avoid harsh 
chemicals 
or abrasive 
cleaners.  
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Satin Nickel
PLESS-SN-HB

Standard Gray
PLESS-SG-HB

Satin Brass
PLESS-SB-HB

SAFETY
SAFEGUARDS AGAINST EXTERNAL 
SPYING AND TAMPERING: The pat-
ented design ensures privacy behind closed 
doors is NEVER compromised.

GOOD DESIGN
OPERATES WITH EXCLUSIVE SLIDE MECHANISM: 
Guests simply slide the cover up, look through the viewer and 
release. The cover automatically slides down into the closed 
position.

FINISH OPTIONS

Use a soft cloth 
and equal parts 
of Windex® and 
water.

Avoid harsh 
chemicals 
or abrasive 
cleaners.  
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Protect Your
Guests.
Protect
Yourself.

As Low As $10.95


