
48”W x 36”H  in stock

36”W x 36”H  in stock 24”W x 36”H  in stock

LED BACKLIT MIRROR

LED backlit mirrors offer industry leading
design, quality and value. Produced specifically
for the hospitality market, they feature advanced
super bright 5730 SMD LEDs mounted to a
rigid aluminum heat sink for high lumen output
and extreme long life. All glass and coatings
are copper, arsenic and lead free, made from
primarily recycled materials.

Super Bright LED 5730 SMD LED’s,
up to 3 times brighter than typical 5050 SMDs
22+ year LED lifespan Superior thermal
management to maximize durability
Environmentally Friendly Mirrors made with
copper, arsenic and lead free float plate glass
Compliant with UL 1598 Standard for lighted mirrors



Dimensions:  48”W x 36”H x 2.125”D

Wattage:  100W

Output:  11,000 Lumens

Color Temp:  3000K

CRI: 85+

Plug in, switched remotely at wall

Dimensions:  36”W x 36”H x 2.125”D

Wattage:  85W

Output:  9,100 Lumens

Color Temp:  3000K

CRI: 85+

Plug in, switched remotely at wall

Dimensions:  36”W x 36”H x 2.125”D

Wattage:  56W

Output:  4,600 Lumens

Color Temp:  3000K

CRI: 85+

Plug in, switched remotely at wall

LED BACKLIT MIRROR - 48” X 36”
STX-LM4836-4LED

Dimensions: 48”W x 36”H x 2.125”D

Finish: Clear/Frosted Mirror 
Combination with 

Polished Edge

Wattage: 100W

Lumens: 11,000

Color Temperature: 3000K

CRI 85+

Switch: Switched Remotely at Wall

Connection Type: Plug-In

Notes:

1. UL and/or ETL Listed

2. Fixture should be mounted to a mechanically sound 
surface (such as wall studs) to support its weight.  
Mounting holes are provided in the chassis.

Products depicted are protected by United States Federal and/or State 
laws including US patent, trademark, copyright and unfair competition 
laws. Unauthorized reproduction or use carries severe legal penalties.

Startex Industries, Inc.
Ph: 630-458-9150            Fx: 630-458-9155  
www.startexind.com     sales@startexind.com
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